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Meximur useable plotting area of &0 x 60O

Automatic roll pesper Teed to be under inpui coatrol.
Accurate positioning not required so long ss sufticlent
papar is advenced to cleer the previcus plots. Paper
advonces requircd for two ranges; ecpproximately &0

t .05 snd 30' I .05 . Additional memual conorol o be

on operstor conscle.
Paper or other reterial to be heli Inm position Ly ¢
vacuum system. Jecuum frame to be in two secuicus Lo
allow use of either 20' or 60 peper. Sclection of
vacuun erea 1o te menusl, with on-off switch Lo be
under input conirol.

‘Mo zimum error)

Plotted dmta to be accurate toc within I .015'. Higher
accuracies desirable 1f they do not affect rlotting srued.

Within ¥ .010' regardless of the speed, direciion or
distance from which the point is spprosached.

350 points per minute based on 1/8' spacing.

500 lines per minute based on 1/8" spacing; 80 lines per
minute based on 2' spacing.

Up to 4000 points per minute.

To be accomplished by line pen, or print wheel.

Ink pen with line width not exceeding .015'. Pen to :
be of sufficient relisbility to allow unattended operation..-
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input controls to be p
op-maintensnce purposes.

Sufficient mapugl
slmiiete input for: ne
crigin offset tp be inder nanusl control.
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